Pump House Theatre - Standard LX Rig

Socket Type Power Function Notes Rigged | Working [Focussed| Group
1 13A Hard
2 15A | Dimmed
3 13A Hard
4 15A | Dimmed
5 13A Hard
6 15A | Dimmed
7 13A Hard
8 15A | Dimmed
9 13A Hard
10 15A | Dimmed
11 13A Hard
12 15A | Dimmed
13 13A Hard
14 15A | Dimmed
15 13A Hard
16 15A | Dimmed
17 13A Hard
18 15A | Dimmed
19 13A Hard
20 15A | Dimmed
21 13A Hard
22 15A | Dimmed




Socket Type Power Function Notes Rigged | Working [Focussed| Group
23 13A Hard
24 15A | Dimmed
25 13A Hard
26 15A | Dimmed
27 13A Hard
28 15A | Dimmed
29 13A Hard
30 15A | Dimmed
31 13A Hard
32 15A | Dimmed
33 13A Hard
34 15A | Dimmed
35 13A Hard
36 15A | Dimmed
37 13A Hard
38 15A | Dimmed
39 13A Hard
40 15A | Dimmed
41 13A Hard
42 15A | Dimmed




Socket Type Power Function Notes Rigged | Working [Focussed| Group
43 13A Hard
44 15A | Dimmed
45 13A Hard
46 15A | Dimmed
47 13A Hard
48 15A | Dimmed
49 13A Hard
50 15A | Dimmed
51 13A Hard
52 15A | Dimmed
53 13A Hard
54 15A | Dimmed
55 13A Hard
56 15A | Dimmed
57 13A Hard
58 15A | Dimmed
59 13A Hard
60 15A | Dimmed




Socket Type Power Function Notes Rigged | Working [Focussed| Group
61 13A Dbl| Hard
62 [13A Dbl| Hard
63 13A Dbl| Hard
64 [(13A Dbl| Hard
65 13A Dbl| Hard
66 13A Dbl| Hard
67 13A Dbl| Hard
68 13A Dbl| Hard
69 13A Dbl| Hard
70 13A Dbl| Hard
71 13A Dbl| Hard
72 13A Dbl| Hard

NB - All circuits may be used as either hard power or dimmed power - selectable on the dimmer racks. Please consult Pump

House technical team if you wish to change the configuration of the dimming system.




Pump House Theatre - Standard DMX Address schedule

Hard
Channels |Gap Start Device Dip-Switch End Power Fixture No[ Group
24 0 1[House Dimmer 1 24 1-24 o
24 0 25[House Dimmer 2 48 25-48 §
24 0 49|House Dimmer 3 72 49-72 [
24 0 73|Cyc Battten 1 96 201-208
24 0 97|Cyc Battten 2 120 209-216
24 0 121|Cyc Battten 3 144 217-224 )
24 0 145|Cyc Battten 4 168 225232 | ¢S
24 0 169|Cyc Battten 5 192 233240 | o
24 0 193|Cyc Battten 6 216 241-248 3
24 0 217|Cyc Battten 7 240 249-256
24 0 241|Cyc Battten 8 264 257-264
6 0 265|LED Zoom Wash 1 270 141
6 0 271|LED Zoom Wash 2 276 142
6 0 277|LED Zoom Wash 3 282 143 )
6 0 283[LED Zoom Wash 4 288 144 S
6 0 289|LED Zoom Wash 5 294 145 e
6 0 295[LED Zoom Wash 6 300 146 8
6 0 301|LED Zoom Wash 7 306 147
6 0 307|LED Zoom Wash 8 312 148
7 0 313|Elumen8 Tz350 Fres 1 319 101
7 0 320|Elumen8 Tz350 Fres 2 326 102 [a)
7 0 327[Elumeng T2350 Fres 3 333 103 S
7 0 334|Elumen8 Tz350 Fres 4 340 104 2
7 0 341[Elumens Tz350 Fres 5 347 105 8
7 0 348|Elumen8 Tz350 Fres 6 354 106
5 0 355|Elumen8 MP75 Fres 1 359 121
5 0 360|Elumen8 MP75 Fres 2 364 122
5 0 365|Elumen8 MP75 Fres 3 369 123 )
5 0 370|Elumen8 MP75 Fres 4 374 124 é
5 0 375|Elumen8 MP75 Fres 5 379 125 ,-i
5 0 380[Elumen8 MP75 Fres 6 384 126 S
5 0 385|Elumen8 MP75 Fres 7 389 127
5 0 390|Elumen8 MP75 Fres 8 394 128
6 0 395|ADJ Encore Profile 1 400 161 [0)
6 0 401|ADJ Encore Profile 2 406 162 é
6 0 407|ADJ Encore Profile 3 412 163 ,-c_’\
6 0 413|ADJ Encore Profile 4 418 164 3
5 0 419|Lumonic Zoom Wash 423 81
424 423




